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Title  30 — Mineral  Resources 

CHAPTER  I— BUREAU  OF  MINES, 
DEPARTMENT  OF  THE  INTERIOR 

SUBCHAPTER  N — METAL  AND  NONMETALLIC 
MINE  SAFETY 

PART  55— HEALTH  AND  SAFETY  STAND¬ 
ARDS— METAL  AND  NONMETALLIC 
OPEN  PIT  MINES 

Miscellaneous  Amendments 

Pursuant  to  the  authority  vested  in 
the  Secretary  of  the  Interior  under  sec¬ 
tion  6  of  the  Federal  Metal  and  Non- 
metallic  Mine  Safety  Act  (30  U.S.C.  725) 
to  develop,  revise  and  promulgate  health 
and  safety  standards  for  metal  and  non- 
metal  mines,  there  was  published  on 
Wednesday,  August  29,  1973,  a  notice  of 
proposed  rulemaking  in  the  Federal 
Register  (38  FR  23383  and  23384),  to 
amend  Part  55,  Subchapter  N,  Chapter  I, 
Title  30,  Code  of  Federal  Regulations,  by 
revising  and  revoking  certain  standards 
currently  in  force  and  by  adding  new 
standards.  Each  of  the  standards  con¬ 
tained  in  the  notice  was  developed  or 
revised  after  consultation  with  the  Fed¬ 
eral  Metal  and  Nonmetal  Mine  Safety 
Advisory  Committee  appointed  pursuant 
to  section  7  of  the  Act  (30  U.S.C.  726). 

The  notice  further  provided  that  each 
proposed  standard  which  is  to  be  a  man¬ 
datory  standard  was  so  designated  by 
the  word  “Mandatory”  which  appeared 
at  the  beginning  of  the  standard  and  if 
a  standard  had  been  recommended  by 
the  Federal  Metal  and  Nonmetal  Mine 
Safety  Advisory  Committee,  such  stand¬ 
ard  was  identified  by  the  letters 
“MNMSAC.”  Under  the  provisions  of 
subsection  6(e)  of  the  Act  (30  U.S.C. 
725(e) )  a  standard  recommended  by  the 
Advisory  Committee  was  not  subject  to 
hearings. 

Subject  to  the  provisions  of  subsection 
6(e)  of  the  Act  and  in  accordance  with 
the  provisions  of  subsection  6(d)  (30 
U.S.C.  725(d) )  on  or  before  the  last  day 
of  the  period  fixed  for  the  submission  of 
written  data,  views,  or  arguments,  any 
person  who  may  be  adversely  affected  by 
a  proposed  standard  which  had  not  been 
recommended  by  the  Federal  Metal  and 
Nonmetal  Mine  Safety  Advisory  Com¬ 
mittee  was  afforded  an  opportunity  to 
file  with  the  Secretary  of  the  Interior 
written  objecitons  thereto  stating  the 
grounds  for  such  objection  and  request¬ 
ing  a  public  hearing  (subject  to  the  Ad¬ 
ministrative  Procedure  Act)  on  such 
subject. 

Interested  persons  were  requested  to 
submit  written  data,  views,  arguments 
and  requests  for  hearings  to  the  Admin¬ 
istrator,  Mining  Enforcement  and  Safety 
Administration  (MESA)  on  or  before 
October  15,  1973.  No  hearings  were  re¬ 
quested  on  the  proposed  standards  which 
were  designated  as  “Mandatory”  by  the 
Secretary  of  the  Interior,  and  all  of  the 
data,  views  and  arguments  received  con¬ 
cerning  the  standards  were  given  careful 
consideration. 

The  comments  and  recommendations 
received  indicated  support  for  the  stand¬ 
ards  which  are  promulgated  below.  Pro¬ 
mulgation  of  the  proposed  revision  to 
standard  55.19-24  (38  FR  23384)  con¬ 


cerning  wire  rope  attachments  has  been 
deferred  so  that  the  Department  may 
undertake  additional  review,  study  and 
analysis  of  such  changes  prior  to  taking 
further  action  with  respect  to  this  stand¬ 
ard.  Most  of  the  comments  received  were 
in  response  to  proposed  health  standard 
55.5-1  (38  FR  23383) .  As  a  result  of  these 
comments  the  following  changes  are 
made: 

Standard  55.5-1.  (a)  Editorial  changes 
have  been  made  in  paragraphs  (a)  arid 
(b)  to  clarify  the  requirements  of  these 
provisions:  and 

(b)  The  Threshold  Limit  Values  pub¬ 
lished  in  the  1972  edition  of  the  American 
Conference  of  Governmental  Industrial 
Hygienists  publication  have  been  up¬ 
dated  to  the  Conference’s  1973  edition 
which  supersedes  and  replaces  the  1972 
edition:  and 

(c)  An  8-hour  time  weighted  average 
exposure  of  personnel  to  airborne  con¬ 
centrations  of  asbestos  dust  has  been 
specified  in  paragraph  (b) ;  and 

(d)  The  term  “asbestos”  as  used  in 
paragraph  (b)  is  defined  to  include  only 
chrysotile,  amosite,  crocidolite,  antho- 
phylite  asbestos,  tremolite  asbestos,  and 
actinolite  asbestos,  or  those  minerals 
which  are  essentially  known  as  asbestos 
minerals.  The  latter  three  minerals  use 
the  word  asbestos  because  the  same  min¬ 
eral  name  is  used  for  both  the  asbesti- 
form  and  non-asbestiform  varieties  of 
these  minerals.  Tremolite  of  a  non- 
asbestiform  which  occurs  in  talc  deposits 
is  not  mentioned  in  the  definition  and, 
therefore,  is  not  covered. 

Note:  On  May  8,  1973  a  public  symposium 
was  held  In  Washington,  D.C.  to  receive  data 
on  talc  dust  hazards  In  the  metal  and  non- 
metal  mining  Industries  (see  38  FR  7822). 
Medical  data  based  on  both  human  and 
animal  studies  were  presented.  This  data 
supported  the  opinion  that  talc  and  talc  with 
tremolite  are  not  as  hazardous  as  chrysotile 
or  other  true  asbestos  minerals.  The  Mining 
Enforcement  and  Safety  Administration  and 
the  National  Institute  of  Occupational  Safety 
and  Health  are  planning  a  joint  study  to 
determine  the  toxic  nature  of  talc  and  tre- 
mollte  dust  exposure.  Pending  the  results  of 
this  study  both  fibrous  talc  and  tremolite 
(non-asbestiform)  are  subject  to  the  adopted 
threshold  limit  values  under  paragraph  (a) 
of  this  standard  (see  page  33  of  the  Confer¬ 
ence’s  1973  publication). 

(e)  Paragraph  (b)  is  further  revised 
to  provide  the  allowable  peak  or  ceiling 
concentration  of  asbestos  fiber.  This 
ceiling  concentration  is  10  fibers  longer 
than  5  micrometers,  per  milliliter  of  air, 
as  determined  by  the  membrane  filter 
method  over  a  sampling  time  of  15 
minutes. 

Effective  date.  -The  amendments,  re¬ 
visions  and  revocation  of  standards,  and 
new  standards  shall  become  effective  on 
July  1,  1974. 

Part  55  of  Chapter  I  of  Title  30  of  the 
Code  of  Federal  Regulations  is  amended 
asset  forth  below: 

(Sec.  6,  Federal  Metal  and  Nonmetalllc  Mine 
Safety  Act;  80  Stat.  772;  (30  U.S.C.  725) ) 

Dated:  June  26,  1974. 

C.  K.  Mallory, 
Deputy  Assistant  Secretary 
of  the  Interior. 


Part  55,  Title  30  Code  of  Federal 
Regulations  is  amended  and  revised  as 
follows: 

§  55.5  [Amended] 

1.  Standard  55.5-1,  promulgated  on 
December  8,  1970  (35  FR  18587),  is  re¬ 
vised  to  read  as  follows : 

56.5-1  Mandatory.  Except  as  permitted  by 
S  56.6-5: 

(a)  Except  as  provided  In  paragraph  (b), 
the  exposure  to  airborne  contaminants  shall 
not  exceed,  on  the  basis  of  a  time  weighted 
average,  the  threshold  limit  values  adopted 
by  the  Armerican  Conference  of  Govern¬ 
mental  Industrial  Hygienists,  as  set  forth  and 
explained  in  the  1973  edition  of  the  Con¬ 
ference's  publication,  entitled  “TLV’s  Thresh¬ 
old  Limit  Values  for  Chemical  Substances 
In  Workroom  Air  Adopted  by  ACGIH  for 
1973,”  pages  1  through  54,  which  are  hereby 
incorporated  by  reference  and  made  a  part 
hereof.  This  publication  may  be  obtained 
from  the  American  Conference  of  Govern¬ 
mental  Industrial  Hygienists  by  writing  to 
the  Secretary-Treasurer,  P.O.  Box  1937,  Cin¬ 
cinnati,  Ohio  45201,  or  may  be  examined  In 
any  Metal  and  Nonmetal  Mine  Health  and 
Safety  District  or  Subdistrict  Office  of  the 
Mining  Enforcement  and  Safety  Administra¬ 
tion.  Excursions  above  the  listed  thresholds 
shall  not  be  of  a  greater  magnitude  than  is 
characterized  as  permissible  by  the  Confer¬ 
ence. 

(b)  The  8-hour  time  weighted  average  air¬ 
borne  concentration  of  asbestos  dust  to 
which  employees  are  exposed  shall  not  ex¬ 
ceed  5  fibers  per  milliliter  greater  than  6 
microns  in  length,  as  determined  by  the 
membrane  filter  method  at  400-460  magni¬ 
fication  (4  millimeter  objective)  phase  con¬ 
trast  Illumination.  No  employee  shall  be  ex¬ 
posed  at  any  time  to  airborne  concentra¬ 
tions  of  asbestos  fibers  In  excess  of  10  fibers 
longer  than  5  micrometers,  per  mUUUter  of 
air,  as  determined  by  the  membrane  filter 
method  over  a  minimum  sampling  time  of 
15  minutes.  “Asbestos”  is  a  generic  term  for 
a  number  of  hydrated  silicates  that,  when 
crushed  or  processed,  separate  Into  flexible 
fibers  made  up  of  fibrils.  Although  there 
are  many  asbestos  minerals,  the  term  “as¬ 
bestos”  as  used  herein  Is  limited  to  the  fol¬ 
lowing  minerals;  chrysotile,  amosite,  crocido¬ 
lite,  anthophyllte  asbestos,  tremolite  asbes¬ 
tos,  and  actinolite  asbestos. 

(c)  Employees  shall  be  withdrawn  from 
areas  where  there  Is  present  an  airborne  con¬ 
taminant  given  a  “C"  designation  by  the 
Conference  and  the  concentration  exceeds 
the  threshold  limit  value  listed  for  that 
contaminant. 

2.  Standard  55.5-5,  promulgated  on 
December  8,  1970  (35  FR  18587),  is  re¬ 
vised  to  read  as  follows: 

55.5-6  Mandatory.  Control  of  employee  ex¬ 
posure  to  harmful  airborne  contaminants 
shall  be.  Insofar  as  feasible,  by  prevention 
of  contamination,  removal  by  exhaust  ven¬ 
tilation,  or  by  dilution  with  uncontaml- 
nated  air.  However,  where  accepted  engineer¬ 
ing  control  measures  have  not  been  devel¬ 
oped  or  when  necessary  by  the  nature  of 
work  involved  (for  example,  while  establish¬ 
ing  controls  or  occasional  entry  into  haz¬ 
ardous  atmospheres  to  perform  maintenance 
or  Investigation),  employees  may  work  for 
reasonable  periods  of  time  In  concentrations 
of  airborne  contaminants  exceeding  permis¬ 
sible  levels  if  they  are  protected  by  appro¬ 
priate  respiratory  protective  equipment. 
Whenever  iBesplratory  protective  equipment 
Is  used  a  program  for  selection,  maintenance, 
training,  fitting,  supervision,  cleaning,  and 
use  shall  meet  the  following  minimum 
requirements : 
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(a)  Mining  Enforcement  and  Safety  Ad¬ 
ministration  approved  respirators  which  are 
applicable  and  suitable  for  the  purpose  In¬ 
tended  shall  be  furnished,  and  employees 
shall  use  the  protective  equipment  In  ac¬ 
cordance  with  training  and  instruction. 

(b)  A  respirator  program  consistent  with 
the  requirements  of  ANSI  Z88.2-1969,  pub¬ 
lished  by  the  American  National  Standards 
Institute  and  entitled  “American  National 
Standards  Practices  for  Respiratory  Protec¬ 
tion  ANSI  Z88.2  1969,”  approved  August  11, 
1969,  which  Is  hereby  Incorporated  by  refer¬ 
ence  and  made  a  part  hereof.  This  publi¬ 
cation  may  be  obtained  from  the  American 
National  Standards  Institute,  Inc.,  1430 
Broadway,  New  York,  New  York  10018,  or 
may  be  examined  In  any  Metal  and  Non- 
metal  Mine  Health  and  Safety  District  or 
Subdistrict  Office  of  the  Mining  Enforce¬ 
ment  and  Safety  Administration. 

(c)  When  respiratory  protection  Is  used  in 
atmospheres  Immediately  harmful  to  life,  the 
presence  of  at  least  one  other  person  with 
backup  equipment  and  rescue  capability 
shall  be  required  in  the  event  of  failure 
of  the  respiratory  equipment. 

3.  Standard  55.6-5,  promulgated  on 
December  8,  1970  (35  FR  18587),  is 
revised  to  read  as  follows: 

65.6- 5  Mandatory.  Areas  surrounding 
magazines  and  facilities  for  the  storage  of 
blasting  agents  shall  be  kept  clear  of  rubbish, 
brush,  dry  grass,  or  trees  (other  than  live 
trees  10  or  more  feet  tall) ,  for  a  distance  not 
less  than  25  feet  in  all  directions,  and  other 
unnecessary  combustible  materials  for  a  dis¬ 
tance  of  not  less  than  50  feet. 

4.  New  standard  55.6-12  is  added  to 
read  as  follows: 

55.6- 12  Mandatory.  Prior  to  Interior  repair 
of  facilities  for  storage  of  explosives,  Includ¬ 
ing  blasting  agents,  all  materials  stored 
within  the  facility  shall  be  removed  and 
the  Interior  cleaned.  Prior  to  the  exterior 
repair  of  such  facilities,  all  materials  stored 
within  the  facility  shall  be  removed  If  there 
exists  a  possibility  that  such  repairs  may 
produce  a  spark  or  flame.  The  explosives 
removed  from  storage  facilities  to  be  re¬ 
paired  shall  be  placed  either  In  other  stor¬ 
age  facilities  appropriate  for  the  storage  of 
such  materials  under  this  section  or  a  safe 
distance  from  the  facilities  under  repair 
where  they  shall  be  properly  guarded  and 
protected  until  the  repairs  have  been  com¬ 
pleted  and  the  materials  have  been  returned 
to  storage  within  the  facilities. 

§  55.8  [Amended] 

5.  New  standard  55.8-6  is  added  to 
read  as  follows: 

55.8- 6  Mandatory.  The  oxygen  Intake 
coupling  on  Jet-piercing  drills  shall  be  con¬ 
structed  so  that  only  the  oxygen  hose  can 
be  coupled  to  it. 

6.  New  standard  55.8-7  is  added  to 
read  as  follows: 

55.8- 7  Mandatory.  The  combustion  cham¬ 
ber  of  a  Jet  drill  stem  which  has  been  sit¬ 
ting  unoperated  in  a  drill  hole  shall  be 
flushed  with  a  suitable  solvent  after  the 
stem  is  pulled  up. 

§  55.12  [Amended] 

7.  Standard  55.12-32,  promulgated  on 
July  31,  1969  (34  FR  12507)  is  made 
mandatory  and  revised  to  read  as 
follows: 

55.12-32  Mandatory.  Inspection  and  cover 
plates  on  electrical  equipment  and  Junction 
boxes  shall  be  kept  In  place  at  all  times 
except  during  testing  or  repairs. 


§  55.15  [Amended] 

8.  Standard  55.15-12,  promulgated  on 
February  25,  1970  (35  FR  3664),  is 
revoked. 

§  55.19  [Amended] 

9.  Standard  55.19-7,  promulgated  on 
July  31,  1969  (34  FR  12509)  is  revised 
to  read  as  follows: 

55.19- 7  Mandatory.  All  man  hoists  shall 
be  provided  with  devices  to  prevent  over- 
travel.  When  utilized  in  shafts  exceeding 
100  feet  In  depth,  such  hoists  shall  also 
be  provided  with  overspeed  devices. 

10.  New  standard  55.19-13  is  added  to 
read  as  follows: 

55.19- 13  Mandatory.  Where  any  diesel  or 
similar  fuel-injection  engine  Is  used  to  power 
a  hoist,  the  engine  shall  be  equipped  with  a 
damper  or  other  cutoff  in  its  air  Intake  sys¬ 
tem.  The  control  handle  shall  be  clearly 
labeled  to  indicate  that  Its  Intended  func¬ 
tion  Is  for  emergency  stopping  only: 

11.  Standard  55.19-26,  promulgated  on 
July  31,  1969  (34  FR  12509)  is  made 
mandatory  and  revised  to  read  as 
follows: 

55.19- 26  Mandatory.  Safety  device  attach¬ 
ments  to  hoist  ropes  shall  be  selected,  In¬ 
stalled,  and  maintained  according  to  manu¬ 
facturers’  specifications  to  minimize  Internal 
corrosion  and  weakening  of  the  hoist  rope. 

12.  New  standard  55.19-109  is  added 
to  read  as  follows: 

55.19- 109  Mandatory.  Shaft  Inspection 
and  repair  work  In  vertical  shafts  shall  be 
performed  from  substantial  platforms 
equipped  with  bonnets  or  equivalent  over¬ 
head  protection. 

13.  New  standard  55.19-129  is  added 
to  read  as  follows: 

55.19- 129  Mandatory.  Holstmen  shall  ex¬ 
amine  their  hoists  and  shall  test  over  travel, 
deadman  controls,  position  indicators,  and 
braking  mechanisms  at  the  beginning  of  each 
shift. 

[FR  Doc.74-14976  Filed  6-28-74:8:45  am] 


PART  56— HEALTH  AND  SAFETY  STAND¬ 
ARDS— SAND,  GRAVEL,  AND  CRUSHED 
STONE  OPERATIONS 

Miscellaneous  Amendments 

Pursuant  to  the  authority  vested  in  the 
Secretary  of  the  Interior  under  section  6 
of  the  Federal  Metal  and  Nonmetallic 
Mine  Safety  Act  (30  U.S.C.  725)  to  de¬ 
velop,  revise  and  promulgate  health  and 
safety  standards  for  metal  and  nonmetal 
mines,  there  was  published  on  Wednes¬ 
day,  August  29,  1973,  a  notice  of  proposed 
rulemaking  in  the  Federal  Register  (38 
FR  23384-23386) ,  to  amend  Part  56,  Sub¬ 
chapter  N,  Chapter  I,  Title  30,  Code  of 
Federal  Regulations,  by  revising  and  re¬ 
voking  certain  standards  currently  in 
force  and  by  adding  new  standards.  Each 
of  the  standards  contained  in  the  notice 
was  developed  or  revised  after  consulta¬ 
tion  with  the  Federal  Metal  and  Non- 
metal  Mine  Safety  Advisory  Committee 
appointed  pursuant  to  section  7  of  the 
Act  (30  U.S.C.  726) . 

The  notice  further  provided  that  each 
proposed  standard  which  is  to  be  a  man¬ 
datory  standard  was  so  designated  by  the 
word  “Mandatory”  which  appeared  at 


the  beginning  of  the  standard  and  if  a 
standard  had  been  recommended  by  the 
Federal  Metal  and  Nonmetal  Mine  Safety 
Advisory  Committee,  such  standard  was 
identified  by  the  letters  “MNMSAC.” 
Under  the  provisions  of  subsection  6(e) 
of  the  Act  (30  U.S.C.  725(e) )  a  standard 
recommended  by  the  Advisory  Commit¬ 
tee  was  not  subject  to  hearings. 

Subject  to  the  provisions  of  subsection 
6(e)  of  the  Act  and  in  accordance  with 
the  provisions  of  subsection  6(d)  (30 
U.S.C.  725(d) )  on  or  before  the  last  day 
of  the  period  fixed  for  the  submission  of 
written  data,  views,  or  arguments,  any 
person  who  may  be  adversely  affected  by 
a  proposed  standard  which  had  not  been 
recommended  by  the  Federal  Metal  and 
Nonmetal  Mine  Safety  Advisory  Com¬ 
mittee  was  afforded  an  opportunity  to  file 
with  the  Secretary  of  the  Interior  writ¬ 
ten  objections  thereto  stating  the 
grounds  for  such  objection  and  request¬ 
ing  a  public  hearing  (subject  to  the  Ad¬ 
ministrative  Procedure  Act)  on  such  sub¬ 
ject. 

Interested  persons  were  requested  to 
submit  written  data,  views,  arguments 
and  requests  for  hearings  to  the  Ad¬ 
ministrator,  Mining  Enforcement  and 
Safety  Administration  (MESA)  on  or  be¬ 
fore  October  15,  1973.  No  hearings  were 
requested  on  the  proposed  standards 
which  were  designated  as  “Mandatory” 
by  the  Secretary  of  the  Interior,  and  all 
of  the  data,  views  and  arguments  re¬ 
ceived  concerning  the  standards  were 
given  careful  consideration. 

The  comments  and  recommendations 
received  indicated  support  for  the  stand¬ 
ards  which  are  promulgated  below.  Pro¬ 
mulgation  of  the  proposed  revision  to 
standard  56.19-24  (38  FR  23386)  con¬ 
cerning  wire  rope  attachments  has  been 
deferred  so  that  the  Department  may 
undertake  additional  review,  study  and 
analysis  of  such  changes  prior  to  taking 
further  action  with  respect  to  this 
standard.  Most  of  the  comments  received 
were  in  response  to  proposed  health 
standard  56.5-1  (38  FR  23385).  As  a  re¬ 
sult  of  these  comments  the  following 
changes  are  made: 

Standard  56.5-1.  (a)  Editorial  changes 
have  been  made  in  paragraphs  (a)  and 

(b)  to  clarify  the  requirements  of  these 
provisions:  and 

Ob)  The  Threshold  Limit  Values  pub¬ 
lished  in  the  1972  edition  of  the  Ameri¬ 
can  Conference  of  Governmental  Indus¬ 
trial  Hygienists  publication  have  been 
updated  to  the  Conference’s  1973  edition 
which  supersedes  and  replaces  the  1972 
edition;  and 

(c)  An  8-hour  time  weighted  average 
exposure  of  personnel  to  airborne  con¬ 
centrations  of  asbestos  dust  has  been 
specified  in  paragraph  (b) ;  and 

(d)  The  term  “asbestos”  as  used  in 
paragraph  (b)  is  defined  to  include  only 
chrysotile,  amosite,  crocidolite,  an- 
thophylite  asbestos,  tremolite  asbestos, 
and  actinolite  asbestos,  or  those  minerals 
which  are  essentially  known  as  asbestos 
minerals.  The  latter  three  minerals  use 
the  word  asbestos  because  the  same 
mineral  name  is  used  for  both  the  as- 
bestiform  and  non-asbestiform  varieties 
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of  these  minerals.  Tremolite  of  a  non- 
asbestiform  which  occurs  in  talc  deposits 
is  not  mentioned  in  the  definition  and, 
therefore,  is  not  covered. 

Note:  On  May  8,  1973  a  public  symposium 
was  held  In  Washington,  D.C.  to  receive  data 
on  talc  dust  hazards  In  the  metal  and  non- 
metal  mining  Industries  (see  38  PR  7822). 
Medical  data  based  on  both  human  and  ani¬ 
mal  studies  were  presented.  This  data  sup¬ 
ported  the  opinion  that  talc  and  talc  with 
tremolite  are  not  as  hazardous  as  chrysotlle 
or  other  true  asbestos  minerals.  The  Mining 
Enforcement  and  Safety  Administration  and 
the  National  Institute  of  Occupational  Safety 
and  Health  are  planning  a  Joint  study  to 
determine  the  toxic  nature  of  talc  and  trem¬ 
olite  dust  exposure.  Pending  the  results  of 
this  study  both  fibrous  talc  and  tremolite 
(non-asbestlform)  are  subject  to  the  adopted 
threshold  limit  values  under  paragraph  (a) 
of  this  standard  (see  page  33  of  the  Confer¬ 
ence’s  1973  publication) . 

(e)  Paragraph  (b)  is  further  revised 
to  provide  the  allowable  peak  or  ceiling 
concentration  of  asbestos  fiber.  This  ceil¬ 
ing  concentration  is  10  fibers  longer  than 
5  micrometers,  per  milliliter  of  air,  as 
determined  by  the  membrane  filter 
method  over  a  sampling  time  of  15 
minutes. 

Effective  date.  The  amendments,  re¬ 
visions  and  revocation  of  standards,  and 
new  standards  shall  become  effective  on 
July  1, 1974. 

Part  56  of  Chapter  I  of  Title  30  of  the 
Code  of  Federal  Regulations  is  amended 
as  set  forth  below : 

(Sec.  6,  Federal  Metal  and  Nonmetalllc  Mine 
Safety  Act;  80  Stat.  772;  (30  U.S.C.  725)) 

Dated;  June  26, 1974. 

C.  K.  Mallory, 

Deputy  Assistant  Secretary 
of  the  Interior. 

Part  56,  Title  30,  Code  of  Federal  Reg¬ 
ulations  is  amended  and  revised  as 
follows : 

§  56.5  [Amended] 

1.  Standard  56.5-1,  promulgated  on 
December  8,  1970  (35  FR  18589),  Is  re¬ 
vised  to  read  as  follows ; 

56.5-1  Mandatory.  Except  as  permitted  by 
5  55.5-5; 

(a)  Except  as  provided  In  paragraph  (b), 
the  exposure  to  airborne  contaminants  shall 
not  exceed,  on  the  basis  of  a  time  weighted 
average,  the  threshold  limit  values  adopted 
by  the  American  Conference  of  Govern¬ 
mental  Industrial  Hygienists,  as  set  forth 
and  explained  In  the  1973  edition  of  the 
Conference’s  publication,  entitled  “TLV’s 
Threshold  Limit  Values  for  Chemical  Sub¬ 
stances  In  Workroom  Air  Adopted  by  ACGIH 
for  1973,”  pages  1  through  54,  which  are 
hereby  Incorporated  by  reference  and  made 
a  part  hereof.  This  publication  may  be  ob¬ 
tained  from  the  American  Conference  of 
Governmental  Industrial  Hygienists  by  writ¬ 
ing  to  the  Secretary-Treasurer,  P.O.  Box 
1937,  Cincinnati,  Ohio  45201,  or  may  be  ex¬ 
amined  in  any  Metal  and  Nonmetal  Mine 
Health  and  Safety  District  or  Subdistrict  Of¬ 
fice  of  the  Mining  Enforcement  and  Safety 
Administration.  Excursions  above  the  listed 
thresholds  shall  not  be  of  a  greater  magni¬ 
tude  than  Is  characterized  as  permissible  by 
the  Conference. 

(b)  The  8-hour  time  weighted  average  air¬ 
borne  concentration  of  asbestos  dust  to 
which  employees  are  exposed  shall  not  exceed 


5  fibers  per  milliliter  greater  than  5  microns 
In  length,  as  determined  by  the  membrane 
filter  method  at  400-450  magnification  (4 
millimeter  objective)  phase  contrast  Illumi¬ 
nation.  No  employee  shall  be  exposed  at  any 
time  to  airborne  concentrations  of  asbestos 
fibers  In  excess  of  10  fibers  longer  than  5 
micrometers,  per  milliliter  of  air,  as  deter¬ 
mined  by  the  membrane  filter  method  over  a 
minimum  sampling  time  of  15  minutes. 
“Asbestos”  is  a  generic  term  for  a  number 
of  hydrated  silicates  that,  when  crushed  or 
processed,  separate  Into  flexible  fibers  made 
up  of  fibrils.  Although  there  are  many 
asbestos  minerals,  the  term  "asbestos”  as 
used  herein  Is  limited  to  the  following  min¬ 
erals;  chrysotlle,  amoslte,  crocldolite,  an- 
thophyllte  asbestos,  tremolite  asbestos,  and 
actlnollte  asbestos. 

(c)  Employees  shall  be  withdrawn  from 
areas  where  there  Is  present  an  airborne  con¬ 
taminant  given  a  "C”  designation  by  the 
Conference  and  the  concentration  exceeds 
the  threshold  limit  value  listed  for  that  con¬ 
taminant. 

2.  Standard  56.5-5,  promulgated  on 
December  8,  1970  (35  FR  18589),  is  re¬ 
vised  to  read  as  follows: 

56.5-5  Mandatory.  Control  of  employee  ex¬ 
posure  to  harmful  airborne  contaminants 
shall  be,  insofar  as  feasible,  by  prevention  of 
contamination,  removal  by  exhaust  ventila¬ 
tion,  or  by  dilution  with  uncontaminated 
air.  However,  where  accepted  engineering 
control  measures  have  not  been  developed  or 
when  necessary  by  the  nature  of  work  in¬ 
volved  (for  example,  while  establishing  con¬ 
trols  or  occasional  entry  Into  hazardous  at¬ 
mospheres  to  perform  maintenance  or  In¬ 
vestigation),  employees  may  work  for  reason¬ 
able  periods  of  time  In  concentrations  of 
airborne  contaminants  exceeding  permissi¬ 
ble  levels  if  they  are  protected  by  appro¬ 
priate  respiratory  protective  equipment. 
Whenever  respiratory  protective  equipment 
is  used  a  program  for  selection,  maintenance, 
training,  fitting,  supervision,  cleaning,  and 
use  shall  meet  the  following  minimum  re¬ 
quirements  : 

(a)  Mining  Enforcement  and  Safety  Ad¬ 
ministration  approved  respirators  which  are 
applicable  and  suitable  for  the  purpose  in¬ 
tended  shall  be  furnished,  and  employees 
shall  use  the  protective  equipment  In  ac¬ 
cordance  with  training  and  Instruction. 

(b)  A  respirator  program  consistent  with 
the  requirements  of  ANSI  Z88.2-1969,  pub¬ 
lished  by  the  American  National  Standards 
Institute  and  entitled  "American  National 
Standards  Practices  for  Respiratory  Protec¬ 
tion  ANSI  Z88.2  1969,”  approved  August  11, 
1969,  which  Is  hereby  Incorporated  by  refer¬ 
ence  and  made  a  part  hereof.  This  publica¬ 
tion  may  be  obtained  from  the  American  Na¬ 
tional  Standards  Institute,  Inc.,  1430  Broad¬ 
way,  New  York,  New  York  10018,  or  may  be 
examined  in  any  Metal  and  Nonmetal  Mine 
Health  and  Safety  District  or  Subdlstrlct 
Office  of  the  Mining  Enforcement  and  Safety 
Administration. 

(c)  When  respiratory  protection  Is  used  In 
atmospheres  Immediately  harmful  to  life,  the 
presence  of  at  least  one  other  person  with 
backup  equipment  and  rescue  capability 
shall  be  required  In  the  event  of  failure  of 
the  respiratory  equipment. 

3.  Standard  56.6-5,  promulgated  on 
February  25,  1970  (35  FR  3667),  is  re¬ 
vised  to  read  as  follows: 

56.6-5  Mandatory.  Areas  surrounding  maga¬ 
zines  and  facilities  for  the  storage  of  blasting 
agents  shall  be  kept  clear  of  rubbish,  brush, 
dry  grass,  or  trees  (other  than  live  trees  10 
or  more  feet  tall) ,  for  a  distance  not  less  than 
25  feet  In  all  directions,  and  other  unneces¬ 


sary  combustible  materials  for  a  distance  of 
not  less  than  50  feet. 

4.  New  standard  56.6-12  is  added  to 
read  as  follows: 

56.6-12  Mandatory.  Prior  to  Interior  repair 
of  facilities  for  storage  of  explosives.  Includ¬ 
ing  blasting  agents,  all  materials  stored 
within  the  facility  shall  be  removed  and  the 
Interior  cleaned.  Prior  to  the  exterior  repair 
of  such  faculties,  all  materials  stored  within 
the  facility  shall  be  removed  if  there  exists 
a  possibility  that  such  repairs  may  produce 
a  spark  or  flame.  The  explosives  removed  from 
storage  facilities  to  be  repaired  shall  be  placed 
either  In  other  storage  facilities  appropriate 
for  the  storage  of  such  materials  under  this 
section  or  a  safe  distance  from  the  facilities 
under  repair  where  they  shall  be  properly 
guarded  and  protected  until  the  repairs  have 
been  completed  and  the  materials  have  been 
returned  to  storage  within  the  faculties. 

§  56.8  [Amended] 

5.  New  standard  56.8-6  is  added  to  read 
as  follows: 

56.8- 6  Mandatory.  The  oxygen  Intake 
coupling  on  jet-piercing  drills  shall  be  con¬ 
structed  so  that  only  the  oxygen  hose  can  be 
coupled  to  It. 

6.  New  standard  56.8-7  is  added  to  read 
as  follows: 

56.8- 7  Mandatory.  The  combustion  cham¬ 
ber  of  a  Jet  drill  stem  which  has  been  sitting 
unoperated  In  a  drill  hole  shall  be  flushed 
with  a  suitable  solvent  after  the  stem  Is 
pulled  up. 

§  56.12  [Amended] 

7.  Standard  56.12-32,  promulgated  on 
July  31,  1969  (34  FR  12513)  is  made 
mandatory  and  revised  to  read  as 
follows : 

56.12-32  Mandatory.  Inspection  and  cover 
plates  on  electrical  equipment  and  Junction 
boxes  shall  be  kept  In  place  at  all  times  ex¬ 
cept  during  testing  or  repairs. 

§  56.15  [Amended] 

8.  Standard  56.15-12,  promulgated  on 
February  25,  1970  (35  FR  3669),  is  re¬ 
voked. 

§  56.19  [Amended] 

9.  Standard  56.19-7,  promulgated  on 
July  31,  1969  (34  FR  12515)  is  revised  to 
read  as  follows: 

56.19- 7  Mandatory.  All  man  hoists  shall 
be  provided  with  devices  to  prevent  over¬ 
travel.  When  utilized  In  shafts  exceeding  100 
feet  in  depth,  such  hoists  shall  also  be  pro¬ 
vided  with  overspeed  devices. 

10.  New  standard  56.19-13  is  added  to 
read  as  follows: 

56.19- 13  Mandatory.  Where  any  diesel  or 
similar  fuel-injection  engine  Is  used  to  power 
a  hoist,  the  engine  shall  be  equipped  with  a 
damper  or  other  cutoff  In  Its  air  Intake  sys¬ 
tem.  The  control  handle  shall  be  clearly 
labeled  to  Indicate  that  Its  Intended  function 
Is  for  emergency  stopping  only. 

11.  Standard  56.19-26,  promulgated  on 
July  31,  1969  (34  FR  12516)  is  made 
mandatory  and  revised  to  read  as 
follows: 

56.19- 26  Mandatory.  Safety  device  attach¬ 
ments  to  hoist  ropes  shall  be  selected, 
Installed,  and  maintained  according  to  manu¬ 
facturers'  specifications  to  minimize  Internal 
corrosion  and  weakening  of  the  hoist  rope. 
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12.  New  standard  56.19-109  is  added 
to  read  as  follows: 

56.19- 100  Mandatory.  Shaft  Inspection  and 
repair  work  in  vertical  shafts  shall  be  per¬ 
formed  from  substantial  platforms  equipped 
with  bonnets  or  equivalent  overhead  pro¬ 
tection. 

13.  New  standard  56.19-129  Is  added  to 
read  as  follows: 

56.19- 1129  Mandatory.  Holstmen  shall  ex¬ 
amine  their  hoists  and  shall  test  overtravel, 
deadman  controls,  position  Indicators,  and 
braking  mechanisms  at  the  beginning  of  each 
shift. 

[FR  Doc.74-14977  Filed  6-28-74;8:46  am] 


PART  57— HEALTH  AND  SAFETY  STAND¬ 
ARDS— METAL  AND  NONMETALLIC 
UNDERGROUND  MINES 

Miscellaneous  Amendments 

Pursuant  to  the  authority  vested  in  the 
Secretary  of  the  Interior  under  section  6 
of  the  Federal  Metal  and  Nonmetallic 
Mine  Safety  Act  (30  U.S.C.  725)  to  de¬ 
velop,  revise  and  promulgate  health  and 
safety  standards  for  metal  and  nonmetal 
mines,  there  was  published  on  Wednes¬ 
day,  August  29, 1973,  a  notice  of  proposed 
rulemaking  in  the  Federal  Register  (38 
FR  23386-23388),  to  amend  Part  57, 
Subchapter  N,  Chapter  I,  Title  30,  Code 
of  Federal  Regulations,  by  revising  and 
revoking  certain  standards  currently  in 
force  and  by  adding  new  standards.  Each 
of  the  standards  contained  in  the  notice 
was  developed  or  revised  after  consulta¬ 
tion  with  the  Federal  Metal  and  Non- 
metal  Mine  Safety  Advisory  Committee 
appointed  pursuant  to  section  7  of  the 
Act  (30  U.S.C.  726) . 

The  notice  further  provided  that  each 
proposed  standard  which  is  to  be  a  man¬ 
datory  standard  was  so  designated  by  the 
word  “Mandatory”  which  appeared  at 
the  beginning  of  the  standard  and  if  a 
standard  had  been  recommended  by  the 
Federal  Metal  and  Nonmetal  Mine 
Safety  Advisory  Committee,  such  stand¬ 
ard  was  identified  by  the  letters 
"MNMSAC.”  Under  the  provisions  of 
subsection  6(e)  of  the  Act  (30  U.S.C.  725 
(e) )  a  standard  recommended  by  the  Ad¬ 
visory  Committee  was  not  subject  to 
hearings. 

Subject  to  the  provisions  of  subsection 
6(e)  of  the  Act  and  in  accordance  with 
the  provisions  of  subsection  6(d)  (30 
U.S.C.  725(d) )  on  or  before  the  last  day 
of  the  period  fixed  for  the  submission  of 
written  data,  views,  or  arguments,  any 
person  who  may  be  adversely  affected  by 
a  proposed  standard  which  had  not  been 
recommended  by  the  Federal  Metal  and 
Nonmetal  Mine  Safety  Advisory  Com¬ 
mittee  was  afforded  an  opportunity  to 
file  with  the  Secretary  of  the  Interior 
written  objections  thereto  stating  the 
grounds  for  such  objection  and  request¬ 
ing  a  public  hearing  (subject  to  the  Ad¬ 
ministrative  Procedure  Act)  on  such 
subject. 

Interested  persons  were  requested  to 
submit  written  data,  view,  arguments 
and  requests  for  hearings  to  the  Ad¬ 
ministrator,  Mining  Enforcement  and 


Safety  Administration  (MESA)  on  or  be¬ 
fore  October  15,  1973.  No  hearings  were 
requested  on  the  proposed  standards 
which  were  designated  as  “Mandatory” 
by  the  Secretary  of  the  Interior,  and  all 
of  the  data,  views  and  arguments  re¬ 
ceived  concerning  the  standards  were 
given  careful  consideration. 

The  comments  and  recommendations 
received  indicated  support  for  the  stand¬ 
ards  which  are  promulgated  below.  Pro¬ 
mulgation  of  the  proposed  revision  to 
standard  57.19-24  (38  FR  23387  and 
23388)  concerning  wire  rope  attach¬ 
ments  has  been  deferred  so  that  the  De¬ 
partment  may  undertake  additional  re¬ 
view,  study  and  analysis  of  such  changes 
prior  to  taking  further  action  with  re¬ 
spect  to  this  standard.  Most  of  the  com¬ 
ments  received  were  in  response  to  pro¬ 
posed  health  standard  57.5-1  (38  FR 
23386  and  23387).  As  a  result  of  these 
comments  the  following  changes  are 
made: 

Standard  57 .5-1 .  (a)  Editorial  changes 
have  been  made  in  paragraphs  (a)  and 
(b)  to  clarify  the  requirements  of  these 
provisions; 

(b)  The  Threshold  Limit  Values  pub¬ 
lished  in  the  1972  edition  of  the  American 
Conference  of  Governmental  Industrial 
Hygienists  publication  have  been  updated 
to  the  Conference's  1973  edition  which 
supersedes  and  replaces  the  edition;  and 

(c)  An  8-hour  time  weighted  average 
exposure  of  personnel  to  airborne  con¬ 
centrations  of  asbestos  dust  has  been 
specified  in  paragraph  (b) ;  and 

(d)  The  term  “asbestos”  as  used  in 
paragraph  (b)  is  defined  to  include  only 
chrysotile,  amosite,  crocidcdite,  antho- 
phylite  asbestos,  tremolite  asbestos,  and 
actinolite  asbestos,  or  those  minerals 
which  are  essentially  known  as  asbestos 
minerals.  The  latter  three  minerals  use 
the  word  asbestos  because  the  same  min¬ 
eral  name  is  used  for  both  the  asbesti- 
form  and  non-asbestiform  varieties  of 
these  minerals.  Tremolite  of  a  non-as¬ 
bestiform  which  occurs  in  talc  deposits 
is  not  mentioned  in  the  definition  and, 
therefore,  is  not  covered. 

Note:  On  May  8,  1973  a  public  symposium 
was  held  In  Washington,  D.C.  to  receive  data 
on  talc  dust  hazards  In  the  metal  and  non- 
metal  mining  Industries  (see  38  FR  7822) . 
Medical  data  based  on  both  human  and 
animal  studies  were  presented.  This  data 
supported  the  opinion  that  talc  and  talc 
tremolite  are  not  as  hazardous  as  chrysotile 
or  other  true  asbestos  minerals.  The  Mining 
Enforcement  and  Safety  Administration  and 
the  National  Institute  of  Occupational  Safety 
and  Health  are  planning  a  joint  study  to 
determine  the  toxic  nature  of  talc  and 
tremolite  dust  exposure.  Pending  the  results 
of  this  study  both  fibrous  talc  and  tremolite 
( non-asbestlform )  are  subject  to  the  adopted 
threshold  limit  values  under  paragraph  (a) 
of  this  standard  (see  page  33  of  the  Confer¬ 
ence’s  1973  publication) . 

(e)  Paragraph  (b)  is  further  revised  to 
provide  the  allowable  peak  or  ceiling  con¬ 
centration  of  asbestos  fiber.  This  ceiling 
concentration  is  10  fibers  larger  than  5 
micrometers,  per  milliliter  of  air,  as  de¬ 
termined  by  the  membrane  filter  method 
over  a  sampling  time  of  15  minutes. 


Effective  date.  The  amendments,  revi¬ 
sions  and  revocation  of  standards,  and 
new  standards  shall  become  effective  on 
July  1, 1974. 

Part  57  of  Chapter  I  of  Title  30  of  the 
Code  of  Federal  Regulations  is  amended 
as  set  forth  below. 

(Sec.  6,  Federal  Metal  and  Nonmetallic  Mine 
Safety  Acrt;  80  Stat.  772;  (30  U.S.C.  725) ) 

-Dated:  June  26, 1974. 

C.  K.  Mallory, 

Deputy  Assistant  Secretary 
of  the  Interior. 

Part  57,  Title  30,  Code  of  Federal  Reg¬ 
ulations  is  amended  and  revised  as 
follow: 

1.  The  prefatory  statement  defining  the 
term  “working  level”  before  mandatory 
standard  57.5-37  and  under  the  heading 
“Radiation,”  promulgated  on  Febru¬ 
ary  25,  1970  (35  FR  3672)  is  transferred 
to  §  57.2,  “Definitions,”  and  the  definition 
of  “working  level”  is  revised  to  read  as 
follows : 

§  57.2  Definitions 

*  *  *  *  * 
“Working  level"  (WL)  means  any 
combination  of  the  short-lived  radon 
daughters  in  one  liter  of  air  that  will 
result  in  ultimate  emission  of  1.3  x  10s 
MeV  (million  electron  volts)  of  poten¬ 
tial  alpha  energy,  and  exposure  to  these 
radon  daughters  over  a  period  of  time 
is  expressed  in  terms  of  “working  level 
months”  (WLM) .  Inhalation  of  air  con¬ 
taining  a  radon  daughter  concentration 
of  1  WL  for  173  hours  results  in  an  ex¬ 
posure  of  1  WLM.” 

*  *  *  *  * 

§  57.3  [Amended] 

2.  Standard  57.3-27,  promulgated  on 
July  31,  1969  (34  FR  12519),  is  revoked. 
§  57.5  [Amended] 

3.  Standard  57.5-1,  promulgated  on 
December  8,  1970  (35  FR  18591)  which 
applies  to  surface  and  underground,  is 
revised  to  read  as  follows: 

57.5-1  Mandatory.  Except  as  permitted  by 
$  57.5-5:  (a)  Except  as  provided  In  paragraph 
(b),  the  exposure  to  airborne  contaminants 
shall  not  exceed,  on  the  basis  of  a  time 
weighted  average,  the  threshold  limit  values 
adopted  by  the  American  Conference  of  Gov¬ 
ernmental  Industrial  Hygienists,  as  set  forth 
and  explained  In  the  1973  edition  of  the  Con¬ 
ference’s  publication,  entitled  “TLV’s  Thresh¬ 
old  Limit  Values  for  Chemical  Substances  In 
Workroom  Air  Adopted  by  ACGIH  for  1973,” 
pages  1  through  54,  which  are  hereby  In¬ 
corporated  by  reference  and  made  a  part 
hereof.  This  publication  may  be  obtained 
from  the  American  Conference  of  Govern¬ 
mental  Industrial  Hygienists  by  writing  to 
the  Secretary-Treasurer,  P.O.  Box  1937,  Cin¬ 
cinnati,  Ohio  45201,  or  may  be  examined  In 
any  Metal  and  Nonmetal  Mine  Health  and 
Safety  District  or  Subdistrict  Office  of  the 
Mining  Enforcement  and  Safety  Administra¬ 
tion.  Excursions  above  the  listed  thresholds 
shall  not  be  of  a  greater  magnitude  than  Is 
characterized  as  permissible  by  the  Confer¬ 
ence. 

(b)  The  8-hour  time  weighted  average  air¬ 
borne  concentration  of  asbestos  dust  to 
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which  employees  are  exposed  shall  not  exceed 
5  fibers  per  milliliter  greater  than  5  microns 
In  length,  as  determined  by  the  membrane 
filter  method  at  400-450  magnification  (4 
millimeter  objective)  phase  contrast  Illumi¬ 
nation.  No  employee  shall  be  exposed  at  any 
time  to  airborne  concentrations  of  asbestos 
fibers  In  excess  of  10  fibers  longer  than  5 
micrometers,  per  milliliter  of  air,  as  deter¬ 
mined  by  the  membrane  filter  method  over  a 
minimum  sampling  time  of  15  minutes.  As¬ 
bestos  Is  a  generic  term  for  a  member  of 
hydrated  silicates  that,  when  crushed  or 
processed,  separate  Into  flexible  fibers  made 
up  of  fibrils.  Although  there  are  many  as¬ 
bestos  minerals,  the  term  "asbestos”  as  used 
herein  Is  limited  to  the  following  minerals; 
chrysotlle,  amoslte,  crocldolite  anthophyllte 
asbestos,  tremollte  asbestos,  and  actlnollte 
asbestos. 

(c)  Employees  shall  be  withdrawn  from 
areas  where  there  Is  present  an  airborne 
contaminant  given  a  "C”  designation  by  the 
Conference  and  the  concentration  exceeds 
the  threshold  limit  value  listed  for  that 
contaminant. 

4.  Standard  57.5-5,  promulgated  on 
December  8,  1970  (35  Fit  18591)  which 
applies  to  surface  and  underground,  is 
revised  to  read  as  follows : 

55.5-5  Mandatory.  Control  of  employee  ex¬ 
posure  to  harmful  airborne  contaminants 
shall  be,  insofar  as  feasible,  by  prevention 
of  contamination,  removal  by  exhaust  venti¬ 
lation,  or  by  dilution  with  uncontaminated 
air.  However,  where  accepted  engineering 
control  measures  have  not  been  developed 
or  when  necessary  by  the  nature  of  work 
Involved  (for  example,  while  establishing 
controls  or  occasional  entry  Into  hazardous 
atmospheres  to  perform  maintenance  or 
Investigation),  employees  may  work  for  rea¬ 
sonable  periods  of  time  In  concentration  of 
airborne  contaminants  exceeding  permissible 
levels  If  they  are  protected  by  appropriate 
respiratory  protective  equipment.  Whenever 
respiratory  protective  equipment  Is  used  a 
program  for  selection,  maintenance,  train¬ 
ing,  fitting,  supervision,  cleaning,  and  use 
shall  meet  the  following  minimum  require¬ 
ments; 

(a)  Mining  Enforcement  and  Safety  Ad¬ 
ministration  approved  respirators  which  are 
applicable  and  suitable  for  the  purpose  In¬ 
tended  shall  be  furnished,  and  employees 
shall  use  the  protective  equipment  In  accord¬ 
ance  with  training  and  Instruction. 

(b)  A  respirator  program  consistent  with 
the  requirements  of  ANSI  Z88.2-1969,  pub¬ 
lished  by  the  American  National  Standards 
Institute  and  entitled  "American  National 
Standards  Practices  for  Respiratory  Protec¬ 
tion  ANSI  Z 88 .2-1969,  approved  August  11, 
1969,  which  Is  hereby  incorporated  by  refer¬ 
ence  and  made  a  part  hereof.  This  publica¬ 
tion  may  be  obtained  from  the  American 


National  Standards  Institute,  Inc.,  1430 
Broadway,  New  York,  New  York  10018,  or 
may  be  examined  in  any  Metal  and  Non- 
metal  Mine  Health  and  Safety  District  or 
Subdistrict  Office  of  the  Mining  Enforcement 
and  Safety  Administration. 

(c)  When  respiratory  protection  Is  used  In 
atmospheres  Immediately  harmful  to  life, 
the  presence  of  at  least  one  other  person 
with  backup  equipment  and  rescue  capability 
shall  be  required  In  the  event  of  failure  of 
the  respiratory  equipment. 

§  57.6  [Amended] 

5.  Standard  57.6-5,  promulgated  on 
December  8,  1970  (35  FR  18591)  which 
applies  to  surface  and  underground,  is 
revised  to  read  as  follows : 

57.6- 5  Mandatory.  Areas  surrounding 
magazines  and  facilities  for  the  storage  of 
blasting  agents  shall  be  kept  clear  of  rub¬ 
bish,  brush,  dry  grass,  or  trees  (other  than 
live  trees  10  or  more  feet  tall) ,  tor  a  distance 
not  less  than  25  feet  In  all  directions,  and 
other  unncessary  combustible  materials  for  a 
distance  of  not  less  than  50  feet. 

6.  New  standard  57.6-12,  which  applies 
to  surface  and  underground,  is  added  to 
read  as  follows : 

57.6- 12  Mandatory.  Prior  to  interior  repair 
of  facilities  for  storage  of  explosives.  Includ¬ 
ing  blasting  agents,  all  materials  stored  with¬ 
in  the  facility  shall  be.  removed  and  the  In¬ 
terior  cleaned.  Prior  to  the  exterior  repair  of 
such  facilities,  all  materials  stored  within  the 
facility  shall  be  removed,  If  there  exists  a 
possibility  that  such  repairs  may  produce  a 
spark  or  flame.  The  explosives  removed  from 
storage  facilities  to  be  repaired  shall  be 
placed  either  In  other  storage  facilities  ap¬ 
propriate  for  the  storage  of  such  materials 
under  this  section  or  a  safe  distance  from  the 
facilities  under  repair  where  they  shall  be 
properly  guarded  and  protected  until  the 
repairs  have  been  completed  and  the  mate¬ 
rials  have  been  returned  to  storage  within 
the  facilities. 

§  57.8  [Amended] 

7.  New  standard  57.8-6,  which  applies 
to  surface  only,  is  added  to  read  as 
follows ; 

57.8- 6  Mandatory.  The  oxygen  Intake 
coupling  on  jet-plerclng  drills  shall  be  con¬ 
structed  so  that  only  the  oxygen  hose  can 
be  coupled  to  It. 

8.  New  standard  57.8-7,  which  applies 
to  surface  only,  is  added  to  read  as 
follows: 

57.8- 7  Mandatory.  The  combustion  cham¬ 
ber  of  a  Jet  drill  stem  which  has  been  sitting 
unoperated  In  a  drill  hole  shall  be  flushed 
with  a  suitable  solvent  after  the  stem  is 
pulled  up. 


§  #7.12  [Amended] 

9.  Standard  57.12-32,  promulgated  on 
July  31,  1969  (34  FR  12522)  which  ap¬ 
plies  to  surface  and  underground,  is  made 
mandatory  and  revised  to  read  as 
follows : 

67.12-32  Mandatory.  Inspection  and  cover 
plates  on  electrical  equipment  and  Junction 
boxes  shall  be  kept  In  place  at  all  times  ex¬ 
cept  during  testing  or  repairs. 

§  57.15  [Amended] 

10.  Standard  57.15-12,  promulgated  on 
February  25,  1970  (35  FR  3676)  which 
is  applicable  to  surface  and  under¬ 
ground,  is  revoked. 

§  57.19  [Amended] 

11.  Standard  57.19-7,  promulgated  on 
July  31,  1969  (34  FR  12524),  is  revised 
to  read  as  follows : 

57.19- 7  Mandatory.  All  man  hoists  shall  be 
provided  with  devices  to  prevent  overtravel. 
When  utilized  In  shafts  exceeding  100  feet  In 
depth,  such  hoists  shall  also  be  provided 
with  overspeed  devices. 

12.  New  standard  57.19-13  is  added 
to  read  as  follows: 

57.19- 13  Mandatory.  Where  any  diesel  or 
similar  fuel-injection  engine  Is  used  to  power 
a  hoist,  the  engine  shall  be  equipped  with  a 
damper  or  other  cutoff  In  its  air  intake  sys¬ 
tem.  The  control  handle  shall  be  clearly 
labeled  to  Indicate  that  Its  Intended  function 
is  for  emergency  stopping  only. 

13.  Standard  57.19-26,  promulgated  on 
July  31, 1969  (34  FR  12524)  is  made  man¬ 
datory  and  revised  to  read  as  follows: 

57.19- 26  Mandatory.  Safety  device  attach¬ 
ments  to  hoist  ropes  shall  be  selected.  In¬ 
stalled,  and  maintained  according  to  manu¬ 
facturers’  specifications  to  minimize  Internal 
corrosion  and  weakening  of  the  hoist  rope. 

14.  New  standard  57.19-109  is  added  to 
read  as  follows: 

57.19- 109  Mandatory.  Shaft  Inspection  and 
repair  work  in  vertical  shafts  shall  be  per¬ 
formed  from  substantial  platforms  equipped 
with  bonnets  or  equivalent  overhead  pro¬ 
tection. 

15.  New  standard  57.19-129  is  added 
to  read  as  follows: 

57.19- 129  Mandatory.  Holstmen  shall  ex¬ 
amine  their  hoists  and  shall  test  overtravel, 
deadman  controls,  position  indicators,  and 
braking  mechanisms  at  the  beginning  of  each 
shift. 
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